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TH-155 扭矩合页（单向）
Friction Hinge - One Way

Characteristic 特点 Application 用途

Specification 规格

Parts List 零件表

Attached part can be stopped at any inclination. 
Direction of torque is one way.

Telecommunication devices /
Audio devices / Home appliance /
Distribution boards可任意角度停止、单向装置、操作简单。
通信设备/音响设备/住宅设备/
配电盘

Installation direction: Set the pin horizontally.
Rated torque: 2.6±0.4N·m (26.6±4kgf·cm)(Pair)
drag torque: Free
Allowable lids load: 6kg (pair)
Operating Temperature Range: 0°C ~ +40°C
Recommended tightening torque: 0.63N·m (6.4kgf·cm)
Please also see the page "Specification of Friction Hinge (Free Stopping Hinge)"

安装方向：轴水平状态。
扭矩值：单向：2.6±0.4N·m (26.6±4kgf·cm)（左右配套配套使用时）
反向：空转
容许盒盖重量：6kg(左右配套使用时）
适用温度范围：0℃～+40℃
推荐螺钉扭矩：0.63N·m(6.4kgf·cm)
详见“扭矩合页规格”

Code No.Net Weight(g)Model No.
277742.0TH-155-001

No.
Hinge Piece (A) (R&L)
Pin (R&L)
Plate Spring (R&L) 
Hinge Piece (B) (R&L)
One-Way Clutch (R&L)

MaterialPart Name Qty.
1
2
3
4
5

PA

SK
POM

1each
1each
2each
1each
2each

Finish

SUS420
Black

Black

Note 注意

A backlash occurs for the characteristic of the one-way clutch.
Please install the hinge L and the hinge R in one lid together. 
Hinge piece B can be removed from hinge A.
Please use a steel washer at the time of installation.

操作时会发生空转现象。
一个箱体盖对应使用左右一对合页。
合页B能够自由插入拔出。
安装时请务必使用平垫圈。

These products are set goods of the hinge L and R. 
这是一套铰链A与B的产品。
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Torque direction Torque direction

Don't open the lid too much, 
in order to avoid the lid falls down behind.

L-type R-type

Please install this whole area to fixed plate.

Fixed side

24

L-type

R-type

L-type

R-type
请注意如箱体盖打开范围过大会导致箱体后翻。

Installation Example
应用实例

5 2

此安装面请整面接触安装板。
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